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Frame

Rocker

Colour Frame

Fixing Part of Insert

Rocker Mechanism

Mechanism Base of 

Switche and Sockets

Metal Skeleton

Claws

Nuts

Contacts on Switches 

and Socket-outlets

Earthing Contacts

Bimetal Rivets

Screws

KARDELEN, YASEMIN and CARMEN Switch & Socket Ranges

ABS

POLYCARBONATE

UREA 

FORMALDEHYDE

Galvanized Sheet 

Metal

MS 70

Silver/Nickel 

Iron

Is a material with a very glossy surface, antistatic, low shrinking rate; 

preserves its dimensional stability

Polycarbonate is a material with high heat resistance and fire resistance 

class V1 (850¡ C). Its rigid structure prevents switches from getting loos 

when operating. 

Melting point 150¡ C; can resist a temperature of 90¡ C for 8 hours. High 

dielectric (insulation) factor

Iron based material with 40 microns of galvanization as protection against 

moisture and rusting. 

1 / 1,5 / 2 mm thick iron based material. Zinc coated for protection  against 

corrosion.

Is a material with high conductivity; consists of 70% cupper and certain 

percentages of aluminium, tin, lead and zinc

90% Ag, 10% Ni; endurance to over 40.000 times switching

Made of iron wire; highly resistant to pressure and twisting; zinc coated for 

protection against corrosion

PART NAME RAW MATERIAL DESCRIPTION

CLASSIC SWITCH & SOCKET RANGE

Frame

Rocker

Claws

Nuts

Moving Contact in 

Switches 

Earthing Contacts on 
Socket-outlets

Input and Output 

Connectors

Bimetal Rivets

Screws

UREA 
FORMALDEHYDE

PA 66 Original

Galvanized 
Sheet Metal

CuSn6 

Phosphor-Bronze

MS 70

MS 58

Silver/Nickel 

Iron

Melting point 150¡ C; can resist a temperature of 90¡ C for 8 hours. High 
dielectric (insulation) factor

PA66 is a material with high heat resistance. Its fire resistance class is 
V0 (960¡ C). Its rigid structure prevents switches from getting loos due 
to operating. 

1 / 1,5 / 2 mm thick iron based material. Zinc coated for protection against 
corrosion.

Is an alloy with high conductivity; consists of 94% Cu and 4% Sn

Is a material with high conductivity; consists of 70% cupper and certain 
percentages of aluminium, tin, lead and zinc

Is an alloy with high conductivity; consists of 58% cupper and certain 
percentages of aluminium, tin, lead and zinc

90% Ag, 10% Ni; endurance to over 40.000 times switching

Made of iron wire; highly resistant to pressure and twisting; zinc coated 
for protection against corrosion

PART NAME RAW MATERIAL DESCRIPTION
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Product Name	 One-Way Switch

¥	 10 AX, 250 V~
¥	 Used for controlling a lamp or a group of 		

lamps from one location.
¥	 Single-pole, one-way
¥	 Screw or screwless connection

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen
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Product Name	 Illuminated One-Way Switch

¥ Used for controlling a lamp or a group of 	
lamps from one location.

¥ 	10 AX, 250 V~
¥ Single-pole, one-way
¥ 	Illuminated  type
¥ 	Screw or convenient claw mounting 		

options

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen

Classic

Carmen

308
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Insert Dimensions

Notice!
Using the illuminated one-way switch in combination with fluorescent 
lamps or energy saving lamps requires that the neon lamp inside 
the switch is been connected to a separate neutral line.
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Product Name	 Double Switch

¥ 	Used for controlling two lamps or two 		
groups of lamps from one location.

¥ 	10 AX, 250 V~
¥ 	single-pole, two-way
¥ 	Regular type
¥ 	Screw or convenient claw mounting options

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen
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Carmen
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Product Name	 Illuminated Double Switch

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen

Carmen

310
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¥ 	Used for controlling two lamps or two 		
groups of lamps from one location.

¥ 	10 AX, 250 V~
¥ 	Single-pole, two-way
¥ 	Illuminated type
¥ 	Screw or convenient claw mounting options
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Product Name	 Triple Switch

¥ 	Used for controlling three lamps or three 		
groups of lamps from one location.

¥ 	10 AX, 250 V~
¥ 	Single-pole, three-way,

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen
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Product Name	 Light Push Switch

¥	 Used for starting a light timer that controls 	
a lamp or a group of lamps in staircase 		
lighting. 

¥ 	10 AX, 250 V~
¥ 	Single-pole, one-way, 
¥ 	Push-button
¥ 	Regular type
¥ 	Screw or screwless connection

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen
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Carmen
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Product Name	 llluminated Light Push Switch

¥	 Used for starting a light timer that controls 	
a lamp or a group of lamps in staircase 		
lighting. 

¥ 	10 AX, 250 V~
¥ 	Single-pole, one-way, 
¥ 	Push-button
¥ 	Illuminated type 
¥ 	Screw or screwless connection

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen

Classic

Carmen
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Wiring Diagram

Insert Dimensions

Connection Diagram

Notice!
Using the Illuminated Light Push Switch in an installation with a 
light timer that is not suitable for such might cause malfunction. If 
this problem occurs it can be corrected by connecting the illumination 
bulb to a different neutral line.
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Product Name	 Two-Way Switch

¥ 	Used for controlling a lamp or a group of 		
lamps from two different locations.

¥ 	10 AX, 250 V~
¥ 	Single-pole, two-way
¥ 	Regular type
¥ 	Screw or screwless connection

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen

Classic

Carmen
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Product Name	 Illuminated Two-Way Switch

¥ 	Used for controlling a lamp or a group of 		
lamps from two different locations.

¥ 10 AX, 250 V~
¥ 	Single-pole, two-way
¥ 	Illuminated type
¥ 	Screw or screwless connection

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen
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Product Name	 Double Two-Way Switch

¥ Used for controlling two different lamps or 	
two groups of lamps from two different 		
locations.

¥ 	10 AX, 250 V~
¥ 	2 x single-pole, two-way
¥ 	Screw or screwless connection

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen

Classic

Carmen
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Product Name	 Two-Way Double Pole Switch

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen
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¥ 	Used for controlling two different 		
lamps or two groups of lamps from 	
two different locations at the same 	
time.

¥ 	10 AX, 250 V~
¥ 	Double-pole, two-way
¥ 	Screw or screwless connection
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Product Name	 Intermediate Switch

¥ Used for controlling a lamp or a group of 	
lamps from more than two different 		
locations.

¥ 	10 AX, 250 V~
¥ 	Single-pole, two-way
¥ 	Screw or screwless connection

Wiring Diagram

Yasemin - Avangard - Royal YaseminKardelen - Elegant - Royal Kardelen

Classic

Carmen

Insert Dimensions

318

N

L

N

L

1 2

55.5
70.5

55
.5

70
.5

81

80

17 14

82.5

80
.5

37

23

27

15

Connection Diagram

83

80

27

37

1123

17 17

84

80

27

37

1123

TECHNICAL INFORMATION 
SWITCH & SOCKET RANGES



M

N

L

319

Product Name	 Shutter Push Switch

¥ 	Used for moving shutters up or down by 		
changing the rotation direction of the shutter 	
engine 

¥ 	10 AX, 250 V~
¥ 	Single-pole, two-way
¥ 	Push-button
¥ 	Screw or convenient claw mounting options

Yasemin - Avangard - Yasemin RoyalKardelen - Elegant - Kardelen Royal

Classic

Carmen

Insert Dimensions
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Product Name	 Door Push Switch

¥ Used for controlling the door opener
¥ 	10 A, 250 V~
¥ 	Single-pole, one-way
¥ 	Push-button
¥ 	Screw or convenient claw mounting 		

options

Yasemin - Avangard - Yasemin RoyalKardelen - Elegant - Kardelen Royal

Classic

Carmen
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Wiring Diagram

Insert Dimensions

Connection Diagram
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